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S
GENERAL NOTES PROJECT NOTES PARTIAL ANTICIPATED CONSTRUCTION SEQUENCE N g
1. ALL NUTS, BOLTS, HARDWARE, AND MISCELLANEOUS METALS IN WET WELL AND VALVE PIT SHALL BE TYPE 316 1. INSTALL TEMPORARY FENCING AROUND SITE AND/OR BYPASS PUMPING LOCATIONS AS 9p Y
1. SAFETY IS THE RESPONSIBILITY SOLELY OF THE CONTRACTOR. THE ENGINEER IS NOT STAINLESS STEEL UNLESS NOTED OTHERWISE. CONTRACTOR SHALL APPLY A GENEROUS AMOUNT OF ~ ANTI-SEIZE NEEDED SO THAT SITE IS SECURE FROM THE PUBLIC. ) -
RESPONSIBLE FOR SAFETY NOR THE MEANS AND METHODS OF THE CONTRACTOR. LIFT SPECIFICALLY DESIGNED FOR STAINLESS STEEL TO ALL S.S. BOLTS, EXCEPT BOLTS AT PUMP BASE ELBOW & S.S. | s: 3o
STATIONS, MANHOLES, ETC. ARE CONFINED SPACES WITH THE POTENTIAL FOR POISONOUS PLATE (WHERE THREAD LOCK ADHESIVE SHALL BE USED). 2. SET UP AND TEST BYPASS PUMPING SYSTEM. BYPASS PUMPS SHALL BE TESTED IN S D€
GASES, ATMOSPHERES DEFICIENT IN OXYGEN, AND OTHER SAFETY HAZARDS. THE CONTRACTOR "AUTO” MODE FOR A MINIMUM OF 24 HOURS PRIOR TO LIFT STATION BEING REMOVED FROM S iég
SHALL TAKE ALL APPROPRIATE SAFETY MEASURES AND FULLY COMPLY WITH ALL OSHA 2. ALL MODIFICATIONS MUST BE PERFORMED IN A SEQUENCE TO MINIMIZE THE TIME THAT THE STATION IS OUT SERVICE (L.E. LIFT STATION PUMPS TO BE TURNED OFF BUT BE CAPABLE OF RUNNING IF O - %<8
REGULATIONS AND GUIDELINES, ETC. THE CONTRACTOR SHALL THOROUGHLY UNDERSTAND ALL OF SERVICE. THE STATION CANNOT BE TAKEN OUT OF SERVICE EXCEPT IN A MANNER, TIME, AND DURATION NEEDED) oPr= ey SE&
THE DANGERS ASSOCIATED WITH WORK IN LIFT STATIONS AND MANHOLES, ETC. ACCEPTABLE TO OWNER : D) s 258
¢ =
3. REMOVE LIFT STATION FROM SERVICE AND CLEAN WET WELL. CLS
gir Upgk%gfgggg GEESAmgO;(g&TEEMi?NNSTRQELTOSI’?E‘;IE*?LULN[EET%@NTEO/VRESVI&TNng%T\}gNS 3. CONTRACTOR SHALL BE RESPONSIBLE FOR BYPASSING THE LIFT STATION TO PERFORM THE WORK - SEE OTHER ) E N §.§§
- NOTES REGARDING BYPASS PUMPING. THE EXISTING LIFT STATION SHALL NOT BE REMOVED FROM SERVICE UNLESS 4. PERFORM DEMOLITION AND REPLACEMENT OF PUMP BASE ELBOWS AND PIPING AS ~
THROUGHOUT CONSTRUCTION. CONTRACTOR IS RESPONSIBLE FOR PROTECTION OF EXISTING THERE IS NO RAIN FORECASTED IN THE 7 DAY FORECAST AND IF THE TIMING IS ACCEPTABLE TO THE OWNER & REQUIRED. REMOVE OWNER'S EXISTING SUBMERSIBLE PUMPS AND SET TO THE SIDE UNTIL g N
LNES DURING CONSTRUCTION. ENGINEER. LINING ACTIVITIES ARE COMPLETE. = @) O
3. ALL CONSTRUCTION TO BE IN ACCORDANCE WITH PELHAM AND SHELBY COUNTY RULES AND
3 AL SN 4. THE CONTRACTOR SHALL MAKE EXACT MEASUREMENTS PRIOR TO ORDERING MATERIALS. 5. INSTALL WET WELL LINING SYSTEM (PREPARE EXISTING WET WELL SURFACE, REBUILD WET 2 O E
WELL WALLS WITH REPAIR MORTAR, AND INSTALL EPOXY (OR POLYURETHANE) LINER PER
5. DIMENSIONS SHOWN ARE APPROXIMATE. CONTRACTOR SHALL FIELD MEASURE ALL AND MAKE APPROPRIATE '
ADJUSTMENTS. LINING MANUFACTURER'S RECOMMENDATIONS. PROTECT ALL DISCHARGE PIPING, PUMPS, BASE
ELBOWS, GUIDERAILS, FLOAT SWITCHES AND TRANSDUCERS, ETC... FROM LINING ACTIVITIES. ~
BYPASS PUMPING NOTES 6. IN THE AREA AROUND THE SITE THERE IS EXISTING UNDERGROUND POWER, TELEPHONE, AND OTHER UTILITIES. , L]
= == LOCATION, SIZE, AND ROUTE IS UNKNOWN, CONTRACTOR SHALL VERIFY ALL. 6. REINSTALL OWNER'S EXISTING SUBMERSIBLE PUMPS AND DIVERT WASTEWATER BACK INTO =
LIFT STATION. PERFORM START UP OF PUMPS WITH PUMP MANUFACTURER'S REPRESENTATIVE =
1. THE CONTRACTOR SHALL USE FLOW-THROUGH PLUGS AND/OR PLUG UPSTREAM MANHOLES 7. CONTRACTOR SHALL CAREFULLY COORDINATE BETWEEN EXISTING FIELD CONDITIONS FOR REQUIRED MOUNTING (JM HOUSE & ASSOCIATES). BYPASS SYSTEM SHALL REMAIN ON—SITE A MINIMUM OF 24 =
AND FULLY BYPASS THE STATION AT ALL TIMES DURING THE WORK. THE CONTRACTOR MUST LOCATIONS, PIPING, PLUMBING, ELECTRICAL, ETC... HOURS AFTER SUBMERSIBLE PUMPS ARE PLACED INTO SERVICE IN CASE OF EMERGENCY.
ALSO HAVE A STANDBY PUMP CAPABLE OF HANDLING PEAK FLOWS AT EACH BYPASS >
ONGOING (24 HOURS IF NECESSARY). CONTRACTOR SHALL PROMPTLY PLACE ONE OF THE TWO “
SUBMERSIBLE PUMPS INTO SERVICE IF BYPASS PUMP FAILS. BYPASS PUMPS MUST HANDLE 9. CONTRACTOR SHALL PAINT ALL PROPOSED, PERMANENTLY EXPOSED PIPING (EXCEPT S.S.) PER SPECIFICATIONS. NOTE THAT THIS CONSTRUCTION SEQUENCE IS BASED ON ONE METHOD OF BYPASSING THE —_
%xféHUNET%Rﬁﬁg% ?E%GTEHQ@LCSW&LTLE %%NgéwAgéﬁﬁ,TgRﬁgEﬂFsTog?fﬁOS'?NM?}(/A%O%ET& ALL PIPING SHALL BE SHOP PRIMED AND COATED, PIPING CUT TO LENGTH IN THE FIELD SHALL BE REPAIRED PER LIFT STATION, OTHER METHODS MAY BE ACCEPTABLE. ALSO NOTE THAT THIS SEQUENCE IS =
, Bl COATING MANUFACTURER'S SPECIFICATIONS. RESTRAINING FLANGE ADAPTERS SHALL BE PAINTED IN THE FIELD PER NOT INTENDED TO BE A COMPLETE LIST OF WORK. CONTRACTOR SHALL COORDINATE ACTUAL L
AND WILL INCREASE GREATLY DURING RAIN EVENTS. THE CONTRACTOR SHALL FULLY TEST THE SPECIFICATIONS. CONSTRUCTION SEQUENCE AND BYPASS METHOD WITH OWNER AND ENGINEER PRIOR TO S
BYPASS PUMPING SYSTEM BEFORE DEMOLISHING ANY EXISTING PUMPS AND PIPING. THE GONSTRUCTION. —
CONTRACTOR SHALL DESIGN THE BYPASS PUMPING SYSTEM FOR A HEAD THAT VARIES UP TO 5
APPROXMATELY 90 FEET (ASSUMNG 500 GPM AND C=100) AT THE EXISTNG BYPASS PUNP 10. WHEN CONCRETE OR GROUT IS REMOVED, CHIP AND (OR GRIND) TO RELATIVELY SMOOTH SURFACE. =
CONNECTION EXCLUDING THE HEADLOSS IN THE CONTRACTOR'S PUMP SUCTION AND DISCHARGE 1. THIS IS AN OPERATING SEWAGE LIFT STATION. THE CONTRACTOR WILL HAVE TO PROVIDE CONTINUOUS =
PIPING AND ELEVATION OF THE PUMP RELATIVE TO THE HIGH POINT OF THE FORCE MAIN, UNINTERRUPTED SERVICE THROUGHOUT THE DURATION OF THIS PROJECT. o
WHICH MUST BE TAKEN INTO ACCOUNT FOR SIZING PURPOSES. BYPASS PUMPS SHALL BE S
EQUIPPED WITH SOUND ATTENUATED ENCLOSURES. 12. THE CONTRACTOR SHALL BE ON CALL AT ALL TIMES DURING CONSTRUCTION. THE CONTRACTOR'S ON-SITE
REPRESENTATIVE SHALL BE FULLY CAPABLE OF PROPERLY & IMMEDIATELY OPERATING THE BYPASS PUMPING
SYSTEM.

13. THE CONTRACTOR SHALL RECOVER ALL MATERIALS REMOVED, CUT, GROUND, ETC. AS PART OF DEMOLITION. IF
ANY DEBRIS IS DROPPED INTO THE WET WELL, THE CONTRACTOR MUST RECOVER THAT ITEM IMMEDIATELY. DEBRIS
COULD DAMAGE THE PUMPS AS THEY MAY NEED TO BE RETURNED TO SERVICE.

14. ALL ITEMS REMOVED SHALL BE RETURNED TO THE OWNER AT HIS DISCRETION AND HIS LOCATION. ALL ITEMS
THE OWNER DOES NOT WANT, SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO BE SUITABLY DISPOSED
OF.

15. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY BACKUPS OR OVERFLOWS AND ANY SUBSEQUENT FINES,
PENALTIES, AND ALL OTHER COSTS INCURRED.

WET WELL REHABILITATION
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16. CONTRACTOR SHALL SUPPLY EROSION CONTROL BEST MANAGEMENT PRACTICES (BMPs) FOR ANY DISTURBED
AREAS. ALL DISTURBED AREAS SHALL BE PERMANENTLY GRASSED AS REQUIRED AND BMPs NOT REMOVED UNTIL
GRASSING IS SUFFICIENT.

—
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CITY OF PELHAM, ALABAMA
KOA LIFT STATION
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1

CONTRACTOR SHALL BE RESPONSIBLE FOR LOCKING FENCING AT ALL TIMES
WHEN CONTRACTOR IS NOT ON-SITE.
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O
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O
O
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(205) 822-0387

COORDINATE WITH OTHER PLANS AND

T NOT ALL DEMOLITION REQUIRED IS SHOWN,
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I [ ] C 200 Century Park South, Suite 212
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] PARTIAL MATERIAL LIST ~
NOTE: ALL MATERIALS SHOWN MAY NOT APPEAR U2 o~
ON THIS SHEET. SEE OTHER SHEETS. e
) ) I ™ N > S: A8
N N N N N C 4 £8
EXISTING PUMP(S) - REMOVE AND PROTECT DURING CONSTRUCTION, RE-INSTALL AT END S 5:
OF CONSTRUCTION AND PERFORM START-UP BY PUMP MANUFACTURER'S REPRESENTATIVE Q—q ) 3.
© P 2=
(2) 4" FLYGT BASE ELBOW (EXISTING ANCHORS TO BE RE-USED, NEW 316 S.S. HARDWARE REQD.) D) s €S
o pu{ 382
(3) 4 X 6" DI FL INCREASER, P401 LINED INTERIOR & EXTERIOR SHOP COATED PER SPECS. C‘i V2 8E8
[ J
(4) 6" DI PIPE, FL X PE, P401 LINED INTERIOR & EXTERIOR SHOP COATED PER SPECS, LENGTH AS REQ'D., CUT TO SUIT IN FIELD 5 Ci S|
} (5) 6" MEGAFLANGE ADAPTER (EBAA IRON OR EQUAL), W/316 S.S. HARDWARE AND BOLTS 2 O g
(6) 6" DI 90" BEND (SHORT RADIUS), FLANGED, P401 LINED INTERIOR & EXTERIOR SHOP COATED PER SPECS O et
(7) 6" DI. PIPE, PE X PE, LENGTH AS REQ'D., P40T LINED INTERIOR & EXTERIOR SHOP COATED PER SPECS
[0
4” RUBBER DUCKBILL CHECK VALVE, TIDEFLEX SERIES TF-2 OR EQUAL, WITH STAINLESS STEEL STRAPS §
pITEETEN (9) 6" D.. MJ SLEEVE (SHORT), P401 LINED INTERIOR & ASPHALTIC COATED EXTERIOR =
=
CANOPY ROCF 6" MEGALUG (EBAA IRON OR EQUAL) >
: —
CLEAN (LE. PRESSURE WASH) (11) 6" UNIFLANGE (EBAA IRON SERIES 1000 E~Z FLANGE OR EQUAL) W/316 S.S. HARDWARE AND BOLTS < S
ENTIRE VALVE PIT AND PAINT 7 .
ALL PIPING PER SPECS. (12) 6" D.. SWING CHECK VALVE, LEVER AND WEIGHT, FLANGED W/316 S.S. HARDWARE AND BOLTS 2 L
Y, EXIST. ELECTRICAL RACK (13) PRESSURE GAUGE ASSEMBLY, RE-USE EXISTING CORP STOP, SEE DETAL THIS SHEET < =
4” D.I. VENT PIPE, FLANGED, P401 LINED INTERIOR AND SHOP COATED EXTERIOR — SEE DETAIL THIS SHEET S
EXIST. ALUM. HANDRAIL 2] =
(15) WET WELL EPOXY LINER, SEE SPECIFICATIONS < L
Jd 3 £
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3" WASHED (TO REMOVE ALL FINES)
COMPACTED #57 CRUSHED LIMESTONE

TOP OF STONE, FLUSH w/GRADE OR
PAVING
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LR e

\ COMPACTED OR

UNDISTURBED SOIL

"TYPE-R" OR "AMOCO’
#2002 FILTER FABRIC

GRAVEL LANDSCAPING

SCALE: N.T.S.

0-60 Ib S.S. GAUGE, LIQUID
FILLED WITH 4" FACE BY
SWAGELOK

3/4" S.S. BALL VALVE, TYPICAL

COORDINATE W/ENGINEER FOR FINAL
ORIENTATION OF GAUGE/VALVES

><] <] | ~ 3/4 S.S. HOSE BIBB
3/4" S.S. NIPPLE, TYP.
XJ 3/4" DIRECT TAP
PIPE SIZE AS INDICATED ON
ﬁ DRAWINGS

PRESSURE GAUGE ASSEMBLY

SCALE: N.T.S.

S.S. SCREEN WEDGED

NEW VENT PIPE (4" DIP
W/P401 LINED INTERIOR,
PAINT EXT. PER SPECS)

BETWEEN FITTING FLANGE &

1/4" FLANGE FILLER

DRILL 1/4" FLANGE
FILLER AS SHOWN

A .
\ SEAL PIPE TO
: CORED HOLE PER
. TYPICAL DETAIL
. 4
) :
/\/

VENT PIPE DETAIL

SCALE: N.T.S.

ATTACH WRE
FENCE TO POST

STEEL OR WOOD POST

ON 8 C/C (MAX.) —_

BMP GENERAL NOTES:

THE FOLLOWING REQUIREMENTS ARE TO BE CONSIDERED MINIMUM STANDARDS. THE
CONTRACTOR IS SOLELY RESPONSIBLE FOR PROVIDING EROSION AND SEDIMENT CONTROL
IN ACCORDANCE WITH ALL FEDERAL, STATE, AND LOCAL LAWS, CODES AND REGULATIONS.
CONTRACTOR SHALL NOTE THAT THE PROJECT IS LOCATED WITHIN THE ENVIRONMENTALLY
SENSITIVE CAHABA RIVER WATERSHED. THE CONTRACTOR SHALL OBTAIN AN NPDES
PERMIT FOR THE PROPOSED WORK AS REQUIRED BY THE ALABAMA DEPARTMENT OF
ENVIRONMENTAL MANAGEMENT (ADEM). BY BIDDING THE PROJECT, THE CONTRACTOR IS
CERTIFYING THAT IF AWARDED THE CONTRACT, HE WILL BE THE SOLE PERMITEE ON THIS
PERMIT AND THAT HE SHALL INDEMNIFY THE OWNER AGAINST AND SHALL BE SOLELY
RESPONSIBLE FOR ANY FINES OR MONETARY DAMAGES ASSOCIATED WITH STORMWATER
RUNOFF AND CONTROL.

1. THE CONTRACTOR SHALL IMPLEMENT APPROPRIATE BEST MANAGEMENT PRACTICES
(BMP’S) FOR THE PREVENTION AND CONTROL OF NONPOINT SOURCES OF POLLUTANTS
DURING AND AFTER PROJECT IMPLEMENTATION. THE CONTRACTOR, AT A MINIMUM, MUST
IMPLEMENT BMP'S AS PROVIDED IN THE ALABAMA HANDBOOK FOR EROSION CONTROL,
SEDIMENT CONTROL & STORMWATER MANAGEMENT ON CONSTRUCTION SITES & URBAN
AREAS, AS AMENDED, AND THE EPA STORMWATER POLLUTION PREVENTION FOR
CONSTRUCTION ACTIVITIES-DEVELOPING POLLUTION PREVENTION PLANS AND BEST
MANAGEMENT PRACTICES, AS AMENDED. THE EROSION CONTROL DEVICES SHOWN ON THIS
PLAN ARE A MINIMUM. ADDITIONAL DEVICES SHALL BE INSTALLED AT NO ADDITIONAL
COST TO THE OWNER AS REQD TO PREVENT SILTATION, EROSION, & OTHER DEGRADATION
OR POLLUTION TO SITE OR ADJACENT PROPERTIES, STREAMS, DITCHES, PUBLIC
ROADWAYS, ETC.

2. SITE GRADING SHALL BE MAINTAINED SO THAT NO UPSLOPE DRAINAGE ENTERS
EXCAVATED OR DISTURBED AREAS.

3. TO THE EXTENT PRACTICAL, THE CONTRACTOR SHALL SCHEDULE HIS ACTIMTIES TO
MINIMIZE THE AMOUNT OF AREA DISTURBED AT ANY ONE TIME.

4. ALL STOCKPILE EXCAVATED MATERIAL SHALL BE GRASSED OR COVERED WITHIN 72
HOURS OF STOCKPILING. GRASSING AND FERTILIZATION OF STOCKPILED SOILS SHALL BE
AS PER THE ALABAMA HANDBOOK FOR EROSION CONTROL, SEDIMENT CONTROL &
STORMWATER MANAGEMENT ON CONSTRUCTION SITES & URBAN AREAS. SEED RATES
SPECIFIED IN THE MANUAL SHALL BE DOUBLED.

ATTACH FILTER
FABRIC TO WRE
FENCE

NOTE: SILT FENCE SHOULD BE
INSPECTED AFTER EACH RAINFALL
AND SEDIMENT DEPOSITS MUST BE

5. CONTRACTOR SHALL AS A MINIMUM INSPECT STORMWATER CONTROLS ONCE EVERY
TWO WEEKS AND FOLLOWING A 1/2" OR GREATER RAINFALL IN ANY 24 HOUR PERIOD.
SILT FENCING SHALL ALSO BE CHECKED WHEN WIND GUSTS EXCEED 25 MPH.
DEFICIENCIES FOUND IN STORMWATER CONTROLS SHALL BE CORRECTED IMMEDIATELY.
THE CONTRACTOR SHALL MAINTAIN A LOG OF ALL INSPECTION ACTIVITIES.

6. THE CONTRACTOR SHALL INSTALL SILT FENCING AROUND THE PROJECT PERIMETER
PRIOR TO COMMENCING PROJECT. IN THE EVENT THAT THE PROJECT REQUIRES
TEMPORARY CHANNELIZATION OF STORMWATER RUNOFF, THE CONTRACTOR SHALL
CONSTRUCT AND MAINTAIN APPROPRIATE BMP CONTROLS (SETTLING BASINS, CHECK
DAMS, ETC.)

7. PERMANENT VEGETATION OF ALL DISTURBED AREAS IS REQUIRED. ONCE ALL LAND
DISTURBANCES HAVE CEASED & ALL DISTURBED AREAS ARE PERMANENTLY STABILIZED,
EROSION CONTROL DEVICES SHALL BE REMOVED.

8. THE CONTRACTOR SHALL REMOVE ANY SEDIMENT TRACKED ON PUBLIC ROADWAYS
IMMEDIATELY.

9. ALL DISTURBED AREAS LEFT INACTIVE FOR LONGER THAN 13 DAYS SHALL BE
TEMPORARILY GRASSED OR COVERED TO PREVENT EROSION.

10. PERMANENT TURF REINFORCEMENT MATS ARE REQUIRED ON ALL SLOPES 2:1 OR
STEEPER, AS WELL AS ALL DITCH LINES & SIDES.

11. BMP MEASURES MAY BE SHOWN OUTSIDE OF CONSTRUCTION LIMITS AND/OR RIGHTS

OF WAY FOR CLARITY. CONTRACTOR SHALL NOT INSTALL BMP'S BEYOND PROJECT
BOUNDARIES.

12. CONTRACTOR IS RESPONSIBLE FOR THE RENEWAL OF ALL NPDES PERMITS AS
REQUIRED FOR THE PROJECT.

STAKED AND
ENTRENCHED
HAY BALE

COMPACTED SOIL

BINDING TWINE

TO PREVENT PIPING | OR WRE
——
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" 5552055 105
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HAY BALE STAKING DETAIL

SCALE: N.T.S.

FLANGE TO ANCHOR
TO CONCRETE (W/S.S.
WEDGE ANCHORS)

— REMOVED WHEN THEY REACH 1/4
HEIGHT OF THE FENCE. iy i N T AR R -
215 EMBED HAY BALES / / /
25 A MINIMUM OF 4"
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=2 NOTE: INSPECT AFTER EACH
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BOTTOM OF FENCE AND FILTER FABRIC
MUST BE PLACED IN TRENCH AND SECURED
BY BACKFILLING WITH SOIL MATERIAL AND
TAMPING TO 6" ABOVE GROUND.

SILT FENCE DETAIL

SCALE: N.T.S.

WOODEN STAKE, REBAR, OR
STEEL PICKET (2 PER BALE)
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SCALE: N.T.S.

HAY BALE DITCH CHECK DETAIL

SCALE: N.T.S.
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